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3.23 INSTALL CEMENTITIOUS PATCH @ (E) CONC PLINTH WHERE CONDUITS

WERE REMOVED

4.4 (E) BRICK CHIMNEY. INTERNALLY BRACE PER STRUCURAL

5.19 METAL GUARDRAIL

7.3 METAL DOWNSPOUT AND CONDUCTOR, MATCH (E)

7.4 ROOF HATCH

7.7 FEATHERED-IN BRICK INFILL AT REMOVED LOUVERS. MATCH (E) ADJACENT
BRICK STYLE, COURSE AND MORTAR

7.8 PARAPET

7.9 REPLACE (E) BACKER ROD & SEALANT W/IN VERTICAL EXPANSION JOINT
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9.5 (E) MTL LADDER, PAINT

9.18 PREP & PAINT (E) WD FASCIA BOARD

23.4 MECH EQUIPMENT

23.5 DOAS UNIT, REF. MECH

23.6 EXHAUST, REF. MECH

26.1 LIGHT FIXTURE PER ELEC

26.4 EMERGENCY GENERATOR PER ELEC

D27 DEMO (E) EXTERIOR LIGHT FIXTURE
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Item #2: Gas Fireplace Insert - Direct venting
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Existing Condition, West Facade(no original fixtures remaining)
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Item #1: Historic Light Fixtures
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Fire Station #23 Original Drawings, -West elevation
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(3) Lamp shades (with globe shades)
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Original lamp shades (historic photo, 1916 provided by Galen Thomaier, Last Resort Fire Department Museum)

andreasb
Rectangle

andreasb
Rectangle

andreasb
Text Box
Item #1: Historic Light Fixtures
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Fire Station #23 Original Drawings-Details
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Proposed fixture designDesigned in accordance with The Secretary of the Interior's Standards for the Treatment of Historic PropertiesSection:Rehabilitation; Design for the Replacement of Missing Historic Fixtures
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6" dia direct vent through masonry exterior wall (with 12x12" vent cap, Regency Astrocap). Est. 3'-6" ABV exterior grade
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Item #2: Gas Fireplace Insert Direct Venting


